BISSON

THE PIPE AITTINGS EXPERTS

CAPILLARY TEE PIECE
(R-PVCO022 - 25mm)

Used to connect the aspirating
pipe to 10mm OD flexible
nylon tubing.

Installation Instructions:

Use the correct solvent Plusbond 3019.
Do not paint.

Keep pipe clean and free from dust.

Capillary Adapter Tee Front Elevation

—a G5mm

Do not install in direct sunlight.
Only install with approved pipe.
Do not use solvents to clean,
only soapy water.

Part No. R-PVC022 - 25
Pipe colour RED
Diameter Tolerance +/-0.15mm

RAW MATERIAL DATA

Kurmho ABS 750
Acrylonitrile Butaduens 5tyremne

Pysical:
Spedific Gravity 1.04
Test Method ASTM D792

falt Mass - Flow Rate (MFR)
20000316 kg AT gf 10 min
TS 0 kg 4.1 9410 min
FHACA00 kg 34 af10 min
Test Method ASTM D238

fbolding Shrinkage -
Flaws 0.0040 to DOOFD indin
Test Method ASTM D955

iechanical:

Temsile Strength

Yield, F3°F (23%C)

1430 1o L 000

660 psi

Test Method ASTM DG3E

Tensile Elongation
Yield, #F3F (23°0)

1595 1m L2000 ), 15%
Test Method ASTM D638

Flexuiral Moduliis
Yield, F3°F (23°0)
0.8 17 13500 mim)

312000 psi
Test Method ASTM D638

Flexural Strength
Yield, F3°F (23°C)

U118 11 1300 maim)

9330 psi

Test Methaod ASTM OF90

Impact

Moched lzod Impact

FTIF(23°C), 0126 in (320 mm), 5.5 ftlhin
TAF(23°C), 0252 In (BAD mm), 4.8 ft-lhin
Test Method ASTM D256

Hardmess
Hockwall Hardnews (R-Scala) 108
Test Method ASTM D785

Thermal

Deflection Temperature Under Load

354 el (1.8 MPa), Unann aald 1B F/BESC
Test Method ASTM Do4B

Wicat 5-:~‘fh:-|ung Temperatiure 203 F 055
Test Method ASTM 01525

Flamibility

Flarme Hatlng

D06E30 0 {1.60 mim) HE
00865 in {2.20 mm) HE
0,126 in (320 rnm) HB
Test Method LIL 94
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