RAW MATERIAL DATA

Kumho ABS 750
Acrylonitrile Butaduene Styrene

Pysical:
Specific Gravity 1.04

A — Test Method ASTM D792

BISSON 9

THE PEPE FITTIMNGS EXPERTS

90° SWEEPING BEND \
(WHPVCO001 - 25mm)

Melt Mass - Flow Rate (MFR)
200°C/21.6 kg 47 9/10 min
200°C/5.0 kg 4.1 g/10 min
220°C/10.0 kg 34 g/10 min
Test Method ASTM D1238

Molding Shrinkage -
Flow 0.0040 to 0.0070 in/in
Test Method ASTM D955

Mechanical:

Tensile Strength

Yield, 73°F (23°C)

1.97 in {(50.0mm)

6670 psi

Test Method ASTM D638

Designed for changing the direction \ \
of a pipe run a degree’s on an aspirating "'a
smoke detection pipe network. | |
Pipe is designed for aspirating fire ’ '

Tensile Elongation
Yield, 73°F (23°C)

1.97 in (50.0 mm), 15%
Test Method ASTM D638

Flexural Modulus
Yield, 73°F (23°C)
0.118in {3.00 mm)
312000 psi

Test Method ASTM D638

detection only.

Flexural Strength
Yield, 73°F (23°C)
0.118in {(3.00 mm)

Installation Instructions:

Test Method ASTM D790

Use the correct solvent Plusbond 3019. Side Elevation Frant Elexaian impact

Noched lzod Impact

i 73°F(23°C), 0.126 in (3.20 mm), 5.5 ftIb/in
) O n Ot p a | n t 5 ’—- a47mm - \ PErmim 73°F(23°C), 0.252 in (6.40 mm), 4.8 ft-Ib/in

R Test Method ASTM D256

Keep pipe clean and free from dust. /S I .

\'-. T Rockwell Hardness {(R-Scale) 108
1 l Test Method ASTM D785

Do not install in direct sunlight. /R ‘~

i Deflection Temperature Under Load

Only insta” With apprOVEd pipe. |I ‘ - 264 psi (1.8 MPa), Unanneald 185°F/85°C

Gy Test Method ASTM D648
- . B7 mim

DO n Ot u Se SO IVe n tS tO C I ea n 7 . M= ~ kl\'.lll Vicat Softening Temperature 203°F/95°C
. 87mm Test Method ASTM D1525
only soapy water. \

Thermal

\ Flamibility
Glmm Flame Rating
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Part No. WHPVC001 - 25 — ([ ethod UL o1

Pipe colour WHITE ! ol (o )

' Unit 11, Eldonwall Trading Estate,

Diameter Tolerance +/-0.15mm L e
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