
90° SWEEPING BEND
(ABS001 - 25mm)

Installation Instructions:
Use the correct solvent Plusbond 3019. Do not paint. Keep pipe clean 
and free from dust. Do not install in direct sunlight. Only install with 
approved pipe. Do not use solvents to clean, only soapy water.

Bisson Ltd, Unit A, Rockhaven, Packgate Road, Avonmouth, Bristol, BS11 0FD , United Kingdom 
Tel: 0117-967-9999 | Fax: 0117-961-9261 | www.bissonltd.co.uk

Designed for changing the direction of a pipe run through 90 degree’s 
on an aspirating smoke detection pipe network. Pipe is designed for 
aspirating fire detection only.

RAW MATERIAL DATA 

Physical

Specific Gravity:

Test Method ASTM D792

Melt Mass - Flow Rate (MFR)

200C/5.0Kg 2.6g/10 min

220C/10Kg 33g/10min

Test Method ASTM D1238

Moulding Shrinkage

Flow 0.0040 to 0.0070 in/in

Test Method ASTM D955

Mechanical

Tensile Strength

Yield 5510psi 0.118 in (3.00mm)

Tensile Elongation: 22%

Break 0.118 IN (3.00mm)

Test Method ASTM D638

Flexural Modulus

284000psi 0.236 in (6.00mm)

Test Method ASTM D790

Flexural Strength

8390psi 0.236 in (6.00mm)

Test Method ASTM D790

Impact

Notched IZOD Impact

73F (23C) 0.118 in (3.00mm) 

4.6ft-Ib/in

73F (23C) 0.236 in (6.00mm) 

3.3ft-Ib/in

Test Method ASTM D256

Hardness

Rockwell Hardness (R-Scale) 

103

Test Method ASTM D785

Thermal

Deflection Temperature Under 

Load 264psi (1.8 MPa) Unan-

nealed 181₽/83t

Viscal Softening Temperature 

214/101t

Test Method ASTM D1525

Flamability

Flame Rating

0.0630 in 1.60mm HB

Test Method UL94

OPERATING 
TEMPERATURE: 
-40°C to 70°C

PIPE COLOUR:  
Red

DIAMETER 
TOLERANCE:  
+/- 0.15mm

WALL THICKNESS: 
4.4mm

OUTSIDE 
DIAMETER: 
32.1mm

INSIDE DIAMETER: 
25mm

WEIGHT: 32 Grams
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90° SWEEPING BEND 
(ABSOOl - 25mm) 

Designed for changing the direction of a pipe run 
through 90 degree's on an aspirating smoke 
detection pipe network. 
Pipe is designed for aspirating fire detection only. 

Installation Instruct ions: 
Use the correct solvent Plusbond 3019. Do not paint. 
Keep pipe clean and free from dust. Do not install in 
direct sunlight. 
Only install with approved pipe. 
Do not use solvents to clean, 
only soapy water. 

Operating Temperature:  -40°C to 70°C
Pipe colour:   
Diameter Tolerance:  
Wall Thickness:  
Outside Diameter:  
Inside Diameter:  
Weight:  
 

RED
+/- 0.15mm 
4.4mm  
32.1mm 
25mm
32 Grams 

Side Elevation 

87mm 

87mm 

Front Elevation 

87mm 

61mm 

RAW MAlERIAL DATA 

5:w"iaYlftl 
....... ,� ... 9 •••• 

---__ ,..Ill) 
200'Cl21•11a41t/lG.., 
JOKISDlg "-1 .,,o .... 
Zlll'C/10.01111 :149/IG ... 
-- AffllD1m 

Ht 7 tr 
-s-.i,,
1ION.7S'f(n'Q 
1"7111 llallffl,n) _.,, ----
1!0N.7S'f(n'Q 
1"711115Q.Offlml, 19 ----
r er :: 
-.m� 
Q. 11&1• l,'LCIO mml
s1:imop,1----
C illlj. 
111111,?ffCH"O 
Q.11&1• l,'LCIOmml 
mops1 ------·
�Q.1211•11lDl!lffll. .UMIII• 
�Uiallla.<Offlffll. 4.IIMJl!il ----
. ...... 
119ci1Rltlt.,_(ll&,le)10I ----
,..,,.. D<_....,,_U_lwl 
2"pdll.a_ ... _1_----
�� .. 'llts•+cswtl..e� 
--ASIMD1!125 
n, 7■11, 
floNIIOII,. 
-lnl1A0""11HI
-lol',l0""1)HI
Q.1:lolln l,UO mml HI
--ULM

Bisson ltd 
Unit A, Rockhaven, Packgate
Road, Cabot Park, Avonmouth,
Bristol BS11 0FD
Tel :  0117·961·9999
Fax: 0117-961·9261 
http://Mv..v.abspipesandfittings.co.uk


